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Data sheet EN 335 - Side panelling Woodline Design with 22mm joint

Max. clear span = 2600

Woodline max. height = 2228

Ground clearance approx. 50 L

Bracing bar
1000 mm and over, 1 bar
2000 mm and over, 2 bars

Detail C

Angle bracket

338

Fastening set LBK

Drilling screw

Perforated metal cassette

Rhombus slat, natural larch

Wood screw

visible joint 22
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Section A-A

The draft is the intellectual property of projekt w - Systeme aus Stahl GmbH and is copyright protected.
It is prohibited to duplicate or distribute the draft to third parties without express permission. Violations

shall be subject to claims for compensation.
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Product description:

Untreated larch rhombus slat
68x20 mm, 15° chamfer, planed
and rounded

Slat spacing: 22 mm

Strip-galvanised steel angle
bracket, 50x25 mm, for mounting
the wooden elements and for
fastening to the supports

Bracing bar made from strip-
galvanised flat bar, 30 mm

Max. element height: 2228 mm
Max. element width: 2470 mm

Steel-perforated plate panel with
Qg 20-50 square perforation,
folded edges

Elements are mounted between the
supports, front edge of the element
flush with the support

V2A screw

The screw heads on the outside
surface are matched to the colour of
the perforated plate

We reserve the right to make
technical amendments.
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